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Model CS-694, CS-1094  
Spreaders 

Available in six or ten bushel capacity to meet all 
your spreading requirements.
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Worksaver Inc. has a corporate policy of continuous product improvement and development; 
therefore, specifications are subject to change without any advance notice. Worksaver Inc. is not 
responsible for differences between specifications or illustrations contained in this publication and 
the actual equipment.  

READ AND UNDERSTAND OPERATOR'S MANUAL BEFORE OPERATION. 

Information Provided By: 

MODEL CS-694 SPECIFICATIONS 

Capacity  .............................................................................. Six (6) bu. (500 lb.) 
Hopper construction ............................................................. Steel 
Main frame construction .......................................................Tubular Steel 
O.D. size of steel tubing (in/mm) ......................................... 2-3/8 / (60mm) 
Drive system .........................................................................Tractor PTO 
PTO driveline .......................................................................Metric Series I 
PTO speed  .......................................................................... 540 rpm 
Fully shield drive .................................................................. Standard 
Spreader drive ....................................................................... PTO / Gear Box 
Spreader patterns .................................................................. Left, Center, Right 
Hitch requirement ................................................................Cat. I (7/8” Dia. Lift pins) 
Shipping weight (lb./kg) ....................................................... 110 / (50 kg) 
Product Computer Number .................................................. 420700 

 MODEL CS-1094  SPECIFICATIONS 

Capacity  ..............................................................................Ten (10) bu. (800 lb.) 
Hopper construction ............................................................. Steel (CS-1094) 

Main frame construction .......................................................Tubular Steel 
O.D. size of steel tubing (in/mm) ......................................... 2-3/8 / (60mm) 
Drive system .........................................................................Tractor PTO 
PTO driveline .......................................................................Metric Series I 
PTO speed  .......................................................................... 540 rpm 
Fully shield drive .................................................................. Standard 
Spreader drive ....................................................................... PTO / Gear Box 
Spreader patterns .................................................................. Left, Center, Right 
Hitch requirement ................................................................Cat. I (7/8” Dia. Lift pins) 
Shipping weight (lb./kg) (Steel Hopper)................................. 122 / (55 kg) 

Product Computer Number .................................................. 420800 (CS-1094)

• Choice of (3) spread patterns.

• Adjustable spinner fins.

• Accurate broadcasting of grass seed,
wheat or fertilizer.

• PTO operated for optimum
performance.

• Fits Category I three-point hitches.

• Tubular steel main frame.

• Optional rotating wheel agitator for
lime.

• Symmetric spreading for optimum
overlap.

• Cone shaped hopper provides easy
material flow.
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Prices Effective as of 3-24

Prices and Specifications may be subject to change without notice. Prices do not include shipping or setup.Note: All Weights shown are an estimated weight and do not include shipping materials.
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Acreage Attachments
Seeders / Spreaders – PTO Driven
Tractor 3-pt mounted Cat I w/ 7/8” pins

Product Model Item # Description Lbs. List

CS-694 420700
6-bushel steel cone PTO Seeder / Spreader.

Designed for standard tractors
Holds approximately 480 lbs.

110 1,043.00

CS-1094 420800
10-bushel steel cone PTO Seeder / Spreader.

Designed for standard tractors.
Holds approximately 900 lbs.

122 1,120.00

420725 Optional wheel-type lime agitator for
CS-series cone seeders

3 105.00

ATV / Garden Tractor Attachments
Landscaping Attachments

Pull-type attachments (Not design for road use).
Product Model Item # Description Lbs. List

PLR-48 341940 Pull-type 4-ft landscape rake with clevis
hitch. For ATV or Garden tractors up to 22 hp

195 935.00

PLR-60 341945 Pull-type 5-ft landscape rake with clevis
hitch. For ATV or Garden tractors up to 22 hp

205 990.00

PLR-72 341950 Pull-type 6-ft landscape rake with clevis
hitch. For ATV or Garden tractors up to 22 hp

225 1,050.00

Note: Pull-type chassis allows any landscape rake to be mounted. If complete unit is purchase from
above, additional rake assembly can be added see below

341970 Pull type chassis only (Implement Bridge) for
PLR series

84 520.00

341888 4-ft Landscape rake tinebar assembly only 111 415.00
341889 5-ft Landscape rake tinebar assembly only 121 470.00
341891 6-ft Landscape rake tinebar assembly only 132 530.00

Flip-over Attachments
ATV & Garden Tractor attachments, Flip-over for easy transportation. (Not designed for road use).

FOD-16 940420
5-ft single gang flip-over disc with clevis

hitch. 16” dia. notched blades. Requires 18 hp
or 400 cc minimum. Built-in weight rack

240 855.00

FOC-48A 940435 Flip over Culti-packer, 4-ft wide with 9 ½”
cast iron notched packer wheels.

274 1,095.00




